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E&OE 

EPA Certification Test Report 
The following models are EPA certified under the following attached test report: F5100 

Model # 
Wood Stoves F5100 
Wood Inserts n/a 
Wood Fireplaces n/a 
Pellet Stoves n/a 
Pellet Inserts n/a 

Full US Environmental Protection Agency (“EPA”) certification test reports have been reported to the EPA.  Test reports may contain sensitive, 
confidential business information which has been specifically excluded and/or redacted from this publicly posted test report. 
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Results: 

The overall weighted average emission rate based on the 4 certification runs is 1.46 g/hr.  (See Table 1 
& Figure 1) 
 
 

Table 1 

 
  

Results 
Category   2  Category 2 Category 3 Category 4 Category 2 

0.8 to 1.0 Kg/hr  .80 to 1.25 kg/hr 1.25 to 1.90 kg/hr Maximum Burn Rate Fan Confirmation 
  (1.76 to 2.76 lbs/hr) (2.76 to 4.19 lbs/hr)     

Date 7/30/2012 Date 7/31/2012 Date 8/1/2012 Date 8/1/2012 Date 8/2/2012 

Run Number EPA 1 Run Number EPA 2 Run Number EPA 3 Run Number EPA 4 Run # EPA 5 

Emission 
Rate .7 g/hr Emission Rate 1.1 g/hr Emission Rate 1.7 g/hr Emission Rate 2.6 g/hr Emission 

Rate 
0.85 
g/hr 

Burn Rate 0.85 kg/hr Burn Rate 1.08 kg/hr Burn Rate 1.40 
kg/hr Burn Rate 3.04 kg/ 

hr Burn Rate 1.16kg/hr 



 
Figure 1: Weighted Average 

 
 





















Appendix F:  Run Information 

Run 1: 









Run 2: 
  









Run 3: 
  









Run 4: 
  














